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2. Physical Collocation
2.1 General

2.1.1 Description

If a CLEC requests to physically collocate at other technically feasible points necessaryD.
for access to unbundled elements and interconnection other than at the Telephone
Company central office, the CLEC must submit their order via a Bona Fide Request.

The CLEC does not receive, as a result of entering into a collocation arrangementE.
hereunder, any right, title or interest in the Telephone Company’s central office
facility, the multiplexing node, multiplexing node enclosure, cable space, cable
racking, vault space or conduit space other than as expressly provided herein.

The Telephone Company will assign collocation space to CLECs in a just, reasonable,F. (N)
and nondiscriminatory manner. The Telephone Company will allow CLECs
requesting physical collocation to submit space preferences on the application. The
Telephone Company will assign physical space in accordance with the following
standards.

The CLEC’s collocation costs cannot be materially increased by the assignment;1.

The CLEC’s occupation and use of the Telephone Company’s central office cannot be2.
materially delayed by the assignment;

The assignment cannot impair the quality of service or impose other limitations on3.
the service the CLEC wishes to offer; and

The assignment cannot reduce unreasonably the total space available for physical4.
collocation, or preclude unreasonably, physical collocation within the Telephone
Company’s central office.

The Telephone Company may assign physical collocation in space separate fromG.
space housing the Telephone Company’s equipment, provided that each of the
following conditions is met.

Either legitimate security concerns, or operational constraints unrelated to the1.
Telephone Company’s or any of its affiliates’ or subsidiaries’ competitive concerns,
warrant such separation;

Any physical collocation space assigned to an affiliate or subsidiary of the Telephone2.
Company is separated from space housing the Telephone Company’s equipment;

The separated space will be available in the same time frame as, or a shorter time3.
frame than, non-separated space;

The cost of the separated space to the CLEC will not be materially higher than the4.
cost of non-separated space; and

The separated space is comparable, from a technical and engineering standpoint, to5.
non-separated space. (N)
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2. Physical Collocation
2.1 General

2.1.2 Site Survey/Report, Application, Engineering and Administration

A. Upon request by the CLEC and upon the CLEC signing a confidentiality agreement, (X)
the Telephone Company will make available a site survey/report describing in detail (C)
the available physical collocation space in a Telephone Company central office, the
number of CLECs currently collocated in that central office, modifications in the use
of space since the last report requested and measures being taken to make additional
space available. The interval for the site survey/report is ten calendar days for
requests submitted in the ordinary course of business.

1. The site survey/report is not required prior to submission of an application.

Within five business days after receipt of an application, the Telephone Company willB.
review the information and, if the CLEC’s application is not sufficient for the
Telephone Company to process the request for space, will notify the CLEC, in writing
of the deficiencies. The CLEC shall have ten calendar days to correct deficiencies
without losing its place in the collocation queue at the requested central office. If the
Telephone Company does not receive the necessary information from the CLEC
within the ten calendar day period, the Telephone Company shall offer collocation
space to the next CLEC, if any, that has filed an application requesting space at the
same central office.

Within ten business days after receipt of a complete or sufficiently completeC.
application for processing the CLEC’s request, the Telephone Company will inspect
the central office that is the subject of the application and inform the CLEC in writing
whether space is available to accommodate the CLEC’s request. The Telephone
Company may request an extension of the ten day period from the DTE. The possible
responses are as follows.

There is space and the Telephone Company will proceed with the arrangement.1.

There is no space. Refer to Section 2.4.2.2.

If after denying applications for physical collocation at the central office, theD.
Telephone Company reduces or eliminates administrative space and converts it to
space suitable for collocation, the Telephone Company shall, within five business
days, inform all CLECs previously denied of the status change. (X)
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2. Physical Collocation
2.2 Responsibility of the Telephone Company

2.2.2 Deployment Requirements

The Telephone Company reserves the right to manage its own central office conduitC.
requirements as well as central office space. In addition, the Telephone Company has
the right to reserve vacant space for planned facilities. The Telephone Company and
its affiliates will retain and reserve a limited amount of vacant floor space within its
premises for its own specific future uses on terms no more favorable than applicable
to other CLECs seeking to reserve collocation space for their future use. In central
offices where space exhaust is an issue, the appropriateness of the Telephone
Company’s reservation of space will be evaluated on a case by case basis.

The Telephone Company is responsible for installing and maintaining a splice whereD.
the CLEC’s fiber optic feeder cable meets the CLEC’s fire retardant inside riser cable
within the central office cable vault or designated splicing chamber.

E. The Telephone Company will provide space and racking for the placement of an
approved secured fire retardant splice enclosure. The Telephone Company will tag all
entrance facilities to indicate ownership.

The CLEC will be accompanied by qualified Telephone Company representatives inF.
all manhole and vault locations, subject to an escort charge.

G. The Telephone Company is responsible for placing the CLEC’s fire retardant riser
cable from the central office cable vault or ASA to the multiplexing node. The CLEC
is responsible for providing fire retardant riser cables which comply with Telephone
Company practices and safety requirements for central office cabling as they relate to
fire, safety, health and environmental safeguards. The Telephone Company and the
CLEC will jointly determine the length of fire retardant cable needed to reach from
the splice in the cable vault or ASA to the multiplexing node. Special arrangements
will be agreed upon to meet unusual conditions such as midspan splicing
requirements. The Telephone Company will allocate common riser ducts and
common racking where possible. Added or special racking rearrangements requested
by the CLEC will result in time and material charges.

The Telephone Company shall permit the collocation and use of any equipmentH. (N)
necessary for interconnection or access to unbundled network elements in accordance
with the following standards:

Equipment is necessary for interconnection if an inability to deploy that equipment1.
would, as a practical, economic, or operational matter, preclude the CLEC from
obtaining interconnection with the Telephone Company at a level equal in quality to
that which the Telephone Company obtains within its own network or the Telephone
Company provides to any of its affiliates, subsidiaries, or other parties; and

Equipment is necessary for access to an unbundled network element if an inability to2.
deploy that equipment would, as a practical, economic, or operational matter,
preclude the CLEC from obtaining nondiscriminatory access to that unbundled
network element, including any of its features, functions, or capabilities. (N)
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2. Physical Collocation
2.2 Responsibility of the Telephone Company

2.2.2 Deployment Requirements

I. Multi-functional equipment shall be deemed necessary for interconnection or access (N)
to an unbundled network element if and only if the primary purpose and function of
the equipment, as the CLEC seeks to deploy it, meets either or both of the standards
set forth in (H) preceding. For a piece of equipment to be utilized primarily to obtain
equal in quality interconnection or nondiscriminatory access to one or more
unbundled network elements, there also must be a logical nexus between the
additional functions the equipment would perform and the telecommunication
services the CLEC seeks to provide to its customers by means of the interconnection
or unbundled network element. The collocation of those functions of the equipment
that, as stand-alone functions, do not meet either of the standards set forth in (H)
preceding must not cause the equipment to significantly increase the burden on the
Telephone Company’s property. (N)

The CLEC may place in its multiplexing node ancillary equipment such as crossJ. (X) (C)
connect frames, as well as metal storage cabinets and work surfaces (e.g., tables).
Metal storage cabinets and work surfaces must meet Telephone Company central
office environmental standards. In addition, for those interconnecting via microwave
facilities, transmitter/receiver equipment may be located in the multiplexing node, or
in a separate location inside or on the exterior of the building as determined by the
Telephone Company.

The CLEC shall not place in its multiplexing node equipment that is designed1.
exclusively for switching or enhanced services and that is not necessary for
interconnection. (X)
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2. Physical Collocation
2.2 Responsibility of the Telephone Company

2.2.2 Deployment Requirements

A standard Telephone Company central office toll transmission environment isK. (T)
provided for any CLEC equipment deployed in a Telephone Company central office.
Requests for additional conditioning will be evaluated on a case by case basis.

L. All CLEC equipment to be installed in or on the exterior of Telephone Company (T)
central offices must either be on the Telephone Company’s list of compliant products,
or equipment that is demonstrated as complying with the appropriate technical
specifications. Upon receipt of a Collocation request, the Telephone Company will
make available at cost any Telephone Company specific documentation required.

M. The Telephone Company and the CLEC agree to work cooperatively to develop an (T)
equipment layout that complies with the equipment specification and to minimize
space requirements.

N. Where the CLEC intends to modify, move, replace or add to equipment or facilities (T)
within or about the multiplexing node, roof space or transmitter/receiver space(s)
and requires special consideration (e.g., use of freight elevators, loading dock, staging
area, etc.), the CLEC must request and receive written consent from the Telephone
Company. Such consent will not be unreasonably withheld. The CLEC shall not make
any changes from initial installation in terms of the number of transmitter/receivers,
type of radio equipment, power output of transmitters or any other technical
parameters without the prior written approval of the Telephone Company.

All work performed by the CLEC must comply with the requirements specified inO. (T)
NIP – 74166, Issue No. 1.

Prior to installation of the CLEC’s facilities or equipment for microwaveP. (T)
interconnection, the CLEC must obtain at its sole cost and expense all necessary
licenses, permits, approvals, and/or variances for the installation and operation of the
equipment and particular microwave system, and when applicable for any towers or
support structures, as may be required by authorities having jurisdiction.

The CLEC will be responsible for installing, maintaining, repairing and servicing itsQ. (T)
equipment located in the central office physical collocation node. In areas where the
Telephone Company uses contractors to construct the collocation node, the CLEC
may have the option of directly contracting with Telephone Company approved
vendors to do the construction. This construction is limited to the multiplexing node
itself, the door and associated superstructure and AC electrical requirements
dedicated to the multiplexing node.

Prior to beginning installation work, the CLEC must provide notice, in writing, to the1.
Telephone Company indicating acceptance of the collocation node work.
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2. Physical Collocation
2.2 Responsibility of the Telephone Company

2.2.2 Deployment Requirements

The CLEC shall have the right to use a portion of the central office(s) and loadingR. (T)
areas, if available, on a temporary basis during the CLEC’s equipment installation
work in the multiplexing node. The CLEC is responsible for protecting the Telephone
Company’s equipment and central office flooring within the staging area and along
the staging route. The CLEC will store equipment and materials within the
multiplexing node when work is not in progress (e.g., overnight). No storing of
equipment and materials overnight will be permitted in the staging area. The CLEC
will meet all the Telephone Company’s fire, safety and housekeeping requirements.
This temporary staging area will be vacated and delivered to the Telephone Company
in a broom-clean condition upon completion of its installation work.

Method of procedures detailing the installation work to be performed by the CLECS. (T)
shall be completed by the CLEC on all physical collocation equipment installation.
The method of procedures shall be agreed upon and signed by a Telephone Company
representative and a CLEC representative prior to the beginning of any installation
effort within the multiplexing node or common area. The CLEC shall prominently
display the signed method of procedures at the multiplexing node while performing
any installation functions.

2.2.3 Point of Termination

The Telephone Company will designate a POT on cross connect frames or similarA.
devices as the point(s) of physical demarcation between the CLEC’s facilities and the
Telephone Company’s facilities. The cross connect frames where the POT(s) are
located will be provided at or near the multiplexing node. The CLEC will provide and
be responsible for installing and maintaining the connection cabling and associated
cross connections between the multiplexing node and the POT. The Telephone
Company will provide and be responsible for installing and maintaining all facilities
on the Telephone Company’s side of the POT.

The CLEC must select from the following options regarding the termination of itsB.
facilities at its multiplexing node. The CLEC is limited to only one option per
multiplexing node.

Option 1 — The Telephone Company will provide the POT bay in a common area1.
located at or near the multiplexing node.

Option 2 — The CLEC will provide the POT bay, which the Telephone Company will2.
own, install and maintain in a common area located at or near the multiplexing node.

Option 3 — The CLEC will provide the POT bay inside the multiplexing node and3.
will be responsible for installing and maintaining all facilities at the POT bay. The
Telephone Company will deliver the cross connect cable to the multiplexing node
with sufficient length to allow the CLEC to bring it into the multiplexing node and
terminate it on the POT bay.
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2. Physical Collocation
2.2 Responsibility of the Telephone Company

2.2.4 Minimum Floor Space Requirements/Anti-Warehousing

A. The Telephone Company will designate the floor and cable space within each central
office which will constitute the multiplexing node.

A standard size multiplexing node is either 25, 100 or 300 square feet per centralB.
office. Additional space is available in 20 square foot increments for 100 square foot
multiplexing nodes or larger, where feasible. A CLEC with a multiplexing node in a
Telephone Company central office may request that space in 100 square increments be
reserved in the same central office. If space is available, the Telephone Company will
reserve the space for the CLEC until such time as the Telephone Company requires
the reserved space. If the Telephone Company requires the reserved space, it will
notify the CLEC and the CLEC must file an application for the space.

2.2.5 Safety and Security Measures

The Telephone Company will permit the CLEC’s employees, agents and contractorsA.
approved by the Telephone Company to have unescorted access to its multiplexing
node and any equipment located outside the multiplexing node which is directly
related to the multiplexing node equipment and for which the CLEC is responsible to
repair and maintain, provided that the CLEC employees, agents and contractors
comply with the policies and practices of the Telephone Company pertaining to fire,
safety and security. The Telephone Company will also permit all approved
employees, agents and contractors of CLECs to have access to the CLEC’s cable and
associated equipment (e.g., repeaters). This will include access to riser cable,
cableways, and any room or area necessary for access. The reasonable use of shared
building facilities (e.g., elevators, unrestricted corridors, designated restrooms, etc.)
will be permitted.

The CLEC agrees to abide by all Telephone Company security practices for CLECB.
employees/agents with access to the Telephone Company’s central offices as
described in the Telephone Companies collocation security guidelines which will be
provided upon request.

The Telephone Company may require CLEC employees and contractors to use aC. (N)
central or separate entrance to the Telephone Company’s central office, provided,
however, that where the Telephone Company requires that CLEC employees or
contractors access collocated equipment only through a separate entrance, employees
and contractors of the Telephone Company’s affiliates and subsidiaries will be subject
to the same restriction.

CLEC employees, agents or contractors who meet the Telephone Company’s1.
established security standards will be provided access to the CLEC’s collocation
equipment 24 hours a day, seven days a week and reasonable access to the Telephone
Company’s restroom facilities. (N)
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2. Physical Collocation
2.2 Responsibility of the Telephone Company

2.2.5 Safety and Security Measures

(Continued)C.

The Telephone Company may construct or require the construction of a separate2. (N)
entrance to access physical collocation space, provided that each of the following
conditions is met.

Construction of a separate entrance is technically feasible;  a.

Either legitimate security concerns, or operational constraints unrelated to theb.
Telephone Company’s or any of its affiliates’ or subsidiaries’ competitive concerns,
warrant such operation;  

Construction of a separate entrance will not artificially delay collocation provisioning;c.
and  

d. Construction of a separate entrance will not materially increase the CLEC’s
collocation costs.  (N)

The CLEC will supply the Telephone Company with a list of its employees orD. (T) (X)
approved vendors who require access. The list will include social security numbers of
all such individuals or an alternative form of identification as specified by the
Telephone Company. All individuals must be US citizens where required by law or
regulation. (X)
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2. Physical Collocation
2.2 Responsibility of the Telephone Company

2.2.5 Safety and Security Measures

The Telephone Company will provide the CLEC with non-employee identificationE. (T)
badge applications. The CLEC will provide the Telephone Company with completed
applications and two passport-sized photos for each CLEC employee who requires
access. The CLEC employee/vendor must display identification badges at all times
while on Telephone Company property. This badge will permit access to the location
of the CLEC’s multiplexing node in the central office. The Telephone Company will
also issue access cards to each listed employee/vendor where access card systems are
available. All badges/access cards must be returned upon termination of this
arrangement. The CLEC is responsible for notifying the Telephone Company of any
lost or stolen identification badges or access cards, and is responsible for returning the
badges/access cards issued to individuals that are no longer employed or engaged by
the CLEC. The Telephone Company reserves the right to revoke any identification
badge and access card of any CLEC employee or agent found in violation of these
guidelines.

F. Where the CLEC provides the security device for its multiplexing node, the CLEC (T)
will provide the Telephone Company with direct access to the node in the event of an
emergency and to perform its equipment inspection activities, prior to the installation
of any such security devices. All security devices must be approved by the Telephone
Company.

G. During the installation phase, or for subsequent maintenance and repair by the CLEC, (T)
the CLEC or its approved vendor will have unescorted access to its multiplexing node
and any equipment located outside the multiplexing node which is directly related to
the multiplexing node equipment and for which the CLEC is responsible to repair
and maintain, subject to the installation of the appropriate security measures as
determined by the Telephone Company. The CLEC may be escorted in other areas by
qualified Telephone Company employees, subject to the appropriate charges.

During the construction phase, the CLEC may schedule one escorted visit to itsH. (T)
collocation space, subject to the appropriate charges.

I. Where special construction is required, the CLEC will have access at the (T)
commencement, middle and end of construction. If additional access is requested, it
will be provided to the CLEC subject to the appropriate charges.

In the event of work stoppages, separate entrances will be established for the CLEC,J. (T)
where possible. When separate entrances are not available, the Telephone Company
will provide CLEC employees the same access that it provides to its management
employees. Failure to provide such separate entrances shall not render the Telephone
Company liable for any claim for damages.
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2. Physical Collocation
2.2 Responsibility of the Telephone Company

2.2.5 Safety and Security Measures

The CLEC agrees that its employees/vendors with access to Telephone CompanyK. (T)
central offices shall at all times adhere to the rules of conduct established by the
Telephone Company for the central office and the Telephone Company’s personnel
and vendors. The Telephone Company reserves the right to make changes to such
procedures and rules to preserve the integrity and operation of the Telephone
Company’s network or facilities or to comply with applicable laws and regulations.
The Telephone Company will provide the CLEC with written notice of such changes.
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2. Physical Collocation
2.2 Responsibility of the Telephone Company

2.2.5 Safety and Security Measures

L. Radio frequency radiating devices (e.g., walkie-talkies, cellular phones, etc.) are not (T)
permitted to be used in the Telephone Company central offices/serving wire centers,
access tandems, or remote nodes.

The Telephone Company reserves the right to provide a Telephone CompanyM. (T)
employee to accompany and observe at the CLEC’s requested time of entry to the
central office at no cost to the CLEC. In those central offices where other security
measures are not yet in place, the Telephone Company will, at its discretion, require
an escort at no cost to the CLEC.

CLECs will have access to their collocated equipment twenty-four hours a day, sevenN. (T)
days a week, without a security escort except as noted in Section 2.2.5L. Unless an
emergency exists (e.g., equipment failure, service outage or environmental alarm), the
CLEC shall provide the Telephone Company with notice of no less than thirty
minutes prior to dispatching a CLEC employee or agent to the collocation
arrangement.

Where applicable, the Telephone Company will provide information to the CLEC onO. (T)
the specific type of security training required so the CLEC’s employees can complete
such training.

2.2.6 Repair and Maintenance

The CLEC will be responsible for notifying the Telephone Company of significantA.
outages which could impact or degrade the Telephone Company’s switches and
services, and provide estimated clearing time for restoral.

The CLEC is responsible for coordinating with the Telephone Company to ensure thatB.
services are installed in accordance with the service request. Before beginning any
delivery, installation, replacement or removal work for equipment and/or facilities
located within the CLEC’s multiplexing node, the CLEC must obtain the Telephone
Company’s written approval of the CLEC’s proposed scheduling of the work in order
to coordinate use of temporary staging areas and other building facilities. The
Telephone Company may request additional information before granting approval
and may require scheduling changes. Such approval will not be unreasonably
withheld.

The CLEC is responsible for testing, if necessary, with the Telephone Company toC.
identify and clear a trouble when the trouble has been sectionalized (isolated) to a
CLEC provided service. The CLEC is responsible for providing trouble report status
when requested.

The CLEC must pay a CLEC not ready charge whenever the Telephone CompanyD.
personnel are required to identify a trouble as being on the CLEC’s side of the POT
(e.g., in the connection cabling or associated cross connection, or CLEC antenna and
associated microwave equipment).
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